

	
		
			
				
					
					
					
				
				
					DtSheet				

			


			
					
							
								
									
									
										
											
										
									
								

							

						



				

						
                        Upload
                        
                    
				
			

		

	


    
		





    
        
            TB0348A _Rev.1.0_.pdf

        

    


    
		            
				                    TAI-SAW TECHNOLOGY CO., LTD.
No. 3, Industrial 2nd Rd., Ping-Chen Industrial District,
Taoyuan, 324, Taiwan, R.O.C.
TEL: 886-3-4690038
FAX: 886-3-4697532
E-mail: [email protected]
Web: www.taisaw.com
Approval Sheet For Product Specification
Issued Date:
Product Name: IF SAW Filter 36.125 MHz
TST Parts No.:TB0348A
Customer Parts No.:
Company:
Division:
Approved by :
Date:
Checked by:
Andy Lee
Approval by:
Francis Chen
Date:
2005/10/28
TAI-SAW TECHNOLOGY CO., LTD.
TST DCC
Release document
FR-03S06-02
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SAW Filter 36.125MHz (SMD 10.8mmX3.8mm)
MODEL NO.: TB0348A
A.Characteristics:
1. Reference temperature: TA=25°C
2. Operable temperature -25°C ~ +65°C
3. Storage temperature -40°C ~ +85°C
Item
Center frequency,
Fc
Insertion Loss
Reference level for the
Following data
Pass bandwidth
36.13MHz
Rev. No. 1
RoHS Compliant
Lead free
Lead-free soldering
Unit
MHz
Min.
-
Type.
36.125
Max.
-
dB
24.2
25 *
26.2
αrel≦1 dB
B1dB
MHz
-
7.3
-
αrel≦3 Db
B3dB
MHz
-
7.98
-
αrel≦30 dB
B30dB
MHz
-
9.67
-
32.32 MHz
MHz
-
1.7
-
39.94 MHz
MHz
0.5
1.0
2.5
32.13 MHz
MHz
2.6
3.2
4.6
40.13 MHz
MHz
2.1
2.93
4.1
31.25 MHz
MHz
28.0
31.0
-
47.25 MHz
dB
37.0
42.0
-
25.00 〜 30.15 MHz
dB
30.0
45.0
-
30.15 〜 31.25MHz
dB
28.0
31.0
-
41.30 〜 42.00 MHz
ns
30.0
40.0
-
42.00 〜 50.00 MHz
us
33.0
37.0
-
dB
42.0
52.0
-
ns
-
40.0
-
Relative attenuation
Lower sidelobe
Upper sidelobe
αrel
Reflected wave sognal suppression
1.1 us 〜 6.0 us after main pulse
( test pulse 250 ns, carrier frequency
36.13 MHz )
Group delay ripple(p-p)
△τ
32.13 〜 40.13 MHz
*Note : Insertion Loss is based on external testing active circuit and will change on different
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power gain of different active component.
B.OUTLINE DRAWING:
Pin Number
1
14
4,9,11,13
2,6
7
8
□
Unit
Terminal Connection
INPUT
INPUT
CASE-GND
GND
OUTPUT
OUTPUT
Data code
mm
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C.FREQUENCY CHRACTERISTICS:
(1) wide band of Response:
(2) Passband of Response:
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