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				                    Produktdatenblatt
PS-EVO1000-x
LED Street Lighting | 17,250 to 23,850 lm | | 4,000 / 5,000 K | CRI > 70
Topview
Multifunctional:
•
Backview
•
•
Modular assembly from 5 to 7 LED
elements
Specially designed self-cleaning of the
surface
Optional photocell and road management
Product Advantages
•
•
•
•
•
•
•
Up to 102 lm / W
17.250 – 23.850 lm
Color Temperature 4000 / 5000 K
PHILIPS LUMILED LUXEON Leds
CE, EMC and CQC certified
Horizontal and vertical mast mounting (Pole-top or pole-top lantern installation)
for mast 40 to 60 mm
100,000 hours of working life @ 25degC
Product Features
•
•
•
•
•
10 years warranty on optics
10 years guarantee on mechanics
5 years warranty on LED Driver
Input voltage 100 – 277 Vac
IP 66
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Produktdatenblatt
PS-EVO1000-x
LED Street Lighting | 17,250 to 23,850 lm | | 4,000 / 5,000 K | CRI > 70
Technical Data
Electrical Data
Nominal voltage
100 ~ 240 Vac
Input voltage range
100 ~ 277 Vac
Power frequency
50 / 60 Hz
Efficiency (Power Supply)
>92 % @ 220 Vac
Power factor λ
>0.95 @ 220 Vac
Measurements and Dimension
Lenght
1100 mm
Width
450 mm
Height
150 mm
Mounting diameter
40 - 60 mm
Surface appearance
Material
Powder-coated silver
LED: Aluminium, Case: High pressure casting aluminium
Installation
Pole mounted or pole side entry installation
Cable cross-section, input side
3 x 1,5 mm²
Product Graphics
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Produktdatenblatt
PS-EVO1000-x
LED Street Lighting | 17,250 to 23,850 lm | | 4,000 / 5,000 K | CRI > 70
Technical Data
Light Data | PS-EVO1000-5
System power
168 W
Luminous Efficiency
102 lm / W
System Efficiency
92 lm / W
Luminous Power
17.250 Im
LED optics
Polycarbonat Lenses
Light color
4000 / 5000 K
CRI (Ra)
> 70 Ra
Product weight
13,5 kg
Light Data | Illuminance distribution on the ground – 8 m
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Produktdatenblatt
PS-EVO1000-x
LED Street Lighting | 17,250 to 23,850 lm | | 4,000 / 5,000 K | CRI > 70
Technical Data
Light Data | 152°
°x62°
°; 17,250 lm ; Central Lighting : Lux, 79 lux ; 8 m Height
Light Data | Secondary Optics 152 °x 62°
°
Secondary Optics
Height (m)
PS-EVO1000-5 152° x 62°
PS-EVO1000-5 152° x 62°
PS-EVO1000-5 152° x 62°
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Central Effective Area Effective Area
(LUX)
L (m)
W (m)
79
50
34
64
80
96
9,6
12,0
14,4
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Produktdatenblatt
PS-EVO1000-x
LED Street Lighting | 17,250 to 23,850 lm | | 4,000 / 5,000 K | CRI > 70
Technical Data
Light Data | PS-EVO1000-6
System power
199 W
Luminous Efficiency
102 lm / W
System Efficiency
92 lm / W
Luminous Power
20.400 Im
LED optics
Polycarbonat Lenses
Light color
4000 / 5000 K
CRI (Ra)
> 70 Ra
Product weight
15,5 kg
Light Data | Illuminance distribution on the ground – 8 m
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Produktdatenblatt
PS-EVO1000-x
LED Street Lighting | 17,250 to 23,850 lm | | 4,000 / 5,000 K | CRI > 70
Technical Data
Light Data | 152°
°x62°
°; 20,400 lm ; Central Lighting : Lux, 93 lux ; 8 m Height
Light Data | Secondary Optics 152 °x 62°
°
Secondary Optics
Height (m)
PS-EVO1000-6 152° x 62°
PS-EVO1000-6 152° x 62°
PS-EVO1000-6 152° x 62°
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Central Effective Area Effective Area
(LUX)
L (m)
W (m)
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64
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Produktdatenblatt
PS-EVO1000-x
LED Street Lighting | 17,250 to 23,850 lm | | 4,000 / 5,000 K | CRI > 70
Technical Data
Light Data | PS-EVO1000-7
System power
233 W
Luminous Efficiency
102 lm / W
System Efficiency
92 lm / W
Luminous Power
23.850 Im
LED optics
Polycarbonat Lenses
Light color
4000 / 5000 K
CRI (Ra)
> 70 Ra
Product weight
16,5 kg
Light Data | Illuminance distribution on the ground – 8 m
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Produktdatenblatt
PS-EVO1000-x
LED Street Lighting | 17,250 to 23,850 lm | | 4,000 / 5,000 K | CRI > 70
Technical Data
Light Data | 152°
°x62°
°; 23,850 lm ; Central Lighting : Lux, 109 lux ; 8 m Height
Light Data | Secondary Optics 152 °x 62°
°
Secondary Optics
Height (m)
PS-EVO1000-7 152° x 62°
PS-EVO1000-7 152° x 62°
PS-EVO1000-7 152° x 62°
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Central Effective Area Effective Area
(LUX)
L (m)
W (m)
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64
9,6
70
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12,0
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Produktdatenblatt
PS-EVO1000-x
LED Street Lighting | 17,250 to 23,850 lm | | 4,000 / 5,000 K | CRI > 70
Technical Data
Temperature
Operating ambient temperature range
-40°C ~ +50°C
Storage temperature range
-40°C ~ +80°C
Operating humidity range
10% to 90%
Storage humidity range
10% to 95%
Capabilities
Overvoltage protection
15 kV
Overcurrent protection
Yes
Short circuit protection
Yes
Suitable for fixture with protection class
I
Certificate und Standards
EMC
EN 60598-1 & EN 60598-2-3 & EN 62471
& EN 55015 & EN 61547
EN 55015 & EN 61547 & EN 6100
CQC
GB 7000.1 & GB 7000.5
Type of protection
IP66
CE
Reliability:
MTBF
100.000 Hours.@25°C
Wiring Diagram
Additional Accessory
Pole adapter for other masts with different diameters
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Produktdatenblatt
PS-EVO1000-x
LED Street Lighting | 17,250 to 23,850 lm | | 4,000 / 5,000 K | CRI > 70
Disclaimer
Subject to change without prior notice. Please ensure that you have the most recent release.
Please find our terms and conditions here: AGB.
Contact details
Power Systems GmbH & Co.KG
Hauptstr. 48
74360 Ilsfeld-Auenstein / Germany
Tel.: +49 7062 6759 - 6
Fax: +49 7062 6759 - 800
Email: [email protected]
Web: www.Power-Systems.de
Commercial register
Amtsgericht Stuttgart HRA 104529
Partner liable to unlimited extent
Power Systems Verwaltungs GmbH, Ilsfeld
General manager
Mrs. Andrea Luithle
General manager
Mr. Holger Dziadek
VAT Registration Number (VAT REG NO)
DE 234167965
Tax number
65216 / 35600
DIN EN ISO 9001-2008 Regist. No.
454707 QM08, DQS
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