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Customers can now select just one
hardware and software provider for the
entire audio chain - from voice capture to
audio playback - across a wide range of
applications:
• Mobile Audio
• Consumer Audio
• Automotive Audio
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Mercedes' Futuristic Self-Driving Car
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Custom Wireless Sensing Solutions
Monitor torque, acceleration, strain,
temperature, vibration, and more
with LORD MicroStrain's awardwinning custom solutions for virtually
every application. Features 2km lineof-sight operation, low power, and
lossless data throughput.
CLICK HERE
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Vision System for Household Robots
For household robots ever to be practical, they'll need to be able
to recognize the objects they're supposed to manipulate. But
while object recognition is one of the most widely studied topics
in artificial intelligence, even the best object detectors still fail
much of the time ...
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0.3V~4.7V
Crystek's (Fort Myers, FL) CVCO55CC-1690-1690 VCO
(Voltage Controlled Oscillator) operates at 1690 MHz with a
control voltage range of 0.3V~4.7V. This VCO features a typical
phase noise of -120 dBc/Hz @ 10 KHz offset and has excellent
linearity. Output power is typically +2.5 dBm. Engineered and
manufactured ...
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ADVERTISEMENT
VCO Operates at 1690 MHz With a Control Voltage
Range of 0.3V~4.7V
Mon, 01/12/2015 - 11:26am
by Crystek Corporation
LISTED UNDER: Oscillators & Timing Devices|Crystals|Oscillators, Crystal|Oscillators, Voltage Controlled
Get today's design engineering headlines and news - Sign up now!
Crystek's CVCO55CC-1690-1690 VCO (Voltage
Controlled Oscillator) operates at 1690 MHz with a
control voltage range of 0.3V~4.7V. This VCO features a
typical phase noise of -120 dBc/Hz @ 10 KHz offset and
has excellent linearity. Output power is typically +2.5
dBm.
Engineered and manufactured in the USA, the model
CVCO55CC-1690-1690 is packaged in the industrystandard 0.5-in. x 0.5-in. SMD package. Input voltage is
5V, with a max. current consumption of 25 mA. Pulling
and Pushing are minimized to 1.0 MHz and 0.5 MHz/V,
respectively. Second harmonic suppression is -15 dBc typical.
The CVCO55CC-1690-1690 is ideal for use in applications such as digital radio equipment, fixed wireless
access, satellite communications systems, and base stations.
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