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frequencies and connector configuration available upon request.
VidaRF
vidarf.com
ing; Jitter Measurements; BERT;
Differential Measurements; VNA
measurements.
Power Amp
D-COAX
d-coax.com
SAGE Millimeter
sagemillimeter.com
EW App Note
Model SBB-0132732526-KFKFSB is a bench-top broadband power amplifier operating from 1.0 to
26.5 GHz. It provides 25 dB small
signal gain and a minimum +25
dBm output power over the entire
frequency range. It is designed to
use 100 - 240 V AC power directly
from power line for laboratory use.
Waveform Amplifier
The TS250 waveform amplifier
amplifies current or voltage or
power for driving heavy loads. It is
ideal for many test and measurement applications such as LDO
and amplifier PSRR test, battery
simulator, op-amp CMRR measurement, high-frequency electromagnetic coil driver, general
function generator amplifier, transient response test, four-quadrant
power supply, lab power amplifier,
and more.
Accel Instruments
accelinstruments.com
Cable Assemblies
D-COAX introduced
1ps skew
matched and phase stable high
performance flexible coaxial cable
assemblies through 65 GHz. The
standard assemblies deliver excellent return loss and low insertion loss.Cable Pairs are ideal for:
Signal Integrity; Channel Model-
Get info at www.HFeLink.com
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Keysight’s new app note, “Assembling Cost-effective Development and Verification Solutions
for EW Systems,” presents two
off-the-shelf alternatives that can
address the simulation requirements of subset scenarios for a
system under test (SUT). The proposed alternatives offer greater
versatility because the constituent
instruments can be easily used for
other measurement tasks.
Keysight Technologies
keysight.com
VCO
Crystek's CVCO55CCQ-3500-3500
VCO operates at 3500 MHz with a
control voltage range of 0.3 V~4.9
V. This VCO features a typical
phase noise of -115 dBc/Hz @ 10
KHz offset and has excellent linearity. Output power is typically
+6 dBm. Engineered and manufactured in the USA, it is packaged in
Featured Products
current pass through input to output. Applications: cellular; lab use;
WiMax; ISM; GSM; PCN.
the industry-standard 0.5-in. x 0.5in. SMD package.
Crystek
crystek.com
Bandpass Filter
ERF-5W™ has been redesigned to
minimize size, weight, power consumption and cost while covering
the entire military tactical radio
band of 30 to 520 MHz and maintaining high in-band RF power handling (5 watts). It is commonly used
in UAV Communication Relay Payload applications. SWaP-C reductions include a new size: 4.7”x 6.8”
x 1.0” (119.4 x 172.7 x 25.4 mm) and
new weight: 14.08 oz. (399 g).
Pole/Zero
polezero.com
Amplifier
Comtech PST announced the release of a solid state Class “AB”
linear amplifier which operates
over the full 6-18 GHz frequency
band and delivers a minimum of 50
watts. The amplifier uses the latest
Gallium Nitride (GaN) technology
and is packaged in a standard rack
mountable enclosure measuring 19”
x 22” x 3.5”.
Mini-Circuits
minicircuits.com
Multiplier
Comtech PST
comtechpst.com
Model SFA-154SF-S1 is a broadband X4 active multiplier with
output frequency covering 50 to 66
GHz. With an RF input signal from
12.5 to 16.5 GHz and power level
of +3 dBm, it can deliver +16 dBm
power in the frequency range of 50
to 66 GHz. The harmonic suppression is -20 dBc typically. It draws
380 mA current from a +8 Vdc DC
power supply.
Coupler
Mini-Circuits’ ZUDC20-183+ is a
50 , 20dB, Up to 50W, 0.5 to 18 GHz,
Directional Coupler that features:
ultra wide frequency range, 0.5 to 18
GHz; good coupling flatness, ±0.5 dB
typ.; good directivity, 22dB typ. up to
4 GHz; good VSWR, 1.3:1 typ.; DC
SAGE Millimeter
sagemillimeter.com
Get info at www.HFeLink.com
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Product Highlights
The Industry’s
Largest Selection
of Off-the-Shelf
RF/Microwave
6#/
Crystek’s CVCO55CCQ-3500-3500 VCO operates at 3500 MHz with a
control voltage range of 0.3 V~4.9 V. This VCO features a typical phase noise
of -115 dBc/Hz @ 10 KHz offset and has excellent linearity. Output power is
typically +6 dBm. Engineered and manufactured in the USA, the model
CVCO55CCQ-3500-3500 is packaged in the industry-standard 0.5-in. x 0.5in. SMD package.
#RYSTEK
crystek.com
All in-stock
and available
to ship the
same day
Frequencies from DC to 40 GHz
Gain ranging from 10 to 60 dB
P1dB from 2 mW to 100 Watts
pasternack.com
866.727.8376
Get info at www.HFeLink.com
11539 PAST HFE 2.25 x 9.75 m1.0.indd 1
74
3WITCH
PMI Model No: P2T-500M18G-80-T-515-SFF-4W is a SPDT, Absorptive,
PIN Diode Switch that operates over the 0.5 to 18.0GHz frequency range.
This switch handles a maximum RF Input Power of 4 Watts CW, a switching
speed (On/Off) of 200ns, an Isolation of 70 dB Minimum, Insertion Loss of 3.5
dB Typical, VSWR of 2:1 and the DC power supply is +5, -15vdc. Size is only
1.0” X 1.0” X 0.40”.
0LANAR-ONOLITHIC)NDUSTRIES
PMIRFCOM
2/27/15 12:27 PM
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