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VIDEO
Engineering Live:
Connecting Wearables in
a Global Marketplace
High Temperature Snubber by
Electronic Concepts
NEWS
Future Army
nanosatellites to
empower Soldiers
NEWS
'Molecular sponge'
advancement in storing
hydrogen
NEWS
University of Michigan
opens test "city" for
autonomous cars
The HT1 series from Electronic Concepts
uses a high temperature polymer which
operates to 150°C. This snubber offers the
highest peak current of any metallized dry
film capacitor. The high temperature polymer
can also be packaged in other styles.
NEWS
MORE INFORMATION
SpaceX says 2-foot strut
snapped, brought down
rocket
FEATURED STORY
Air Force F-35As fly SEAD missions
Air Force F-35A pilots flew last month for
the first time in a large scale combat
training mission to specifically defeat
enemy air defense systems...
Feature Of The Day
5.5V, 2A, 38mOhm Load Switch with Quick Output Discharge
The TPS22914/15 is a small, low RON, single channel
load switch with controlled slew rate. The device
contains an N-channel MOSFET that operates over an
input voltage range of 1.05-V to 5.5-V and supports a
maximum continuous current of 2-A.
Download Datasheet • Request Sample • Buy Now
MORE INFO
NEWS
NIST calculates high cost of hydrogen pipelines, shows how to reduce
it
The National Institute of Standards and Technology (NIST) has
put firm numbers on the high costs of installing pipelines to
transport hydrogen fuel--and also found a way to reduce those
costs...
FULL STORY
PRODUCT
3400 MHz voltage controlled oscillator for fixed wireless access
Crystek's CVCO55CC-3400-3400 VCO (Voltage Controlled
Oscillator) operates at 3400 MHz with a control voltage range of
0.3 V~4.9 V. This VCO features a max. phase noise of -112
dBc/Hz @ 10 KHz offset and has excellent linearity. Output
power is +7.0 dBm max...
FULL STORY
Skyworks Launches "How Wireless Works" Video
Wireless connectivity is everywhere
and an integral part of our daily lives.
Skyworks' short, fun, informative
ADVERTISEMENT
!
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PRODUCTS "
ENG. UPDATE
IMPACT AWARDS "
RESOURCES "
FREE SUBSCRIPTIONS
COMPANY PROFILE SEARCH
Product Releases
ADVERTISEMENT
3400 MHz voltage controlled oscillator for fixed
wireless access
Mon, 07/20/2015 - 2:42pm
by Crystek Corporation
Get today's electronic OEM design headlines and news - Sign up now!
Crystek's CVCO55CC-3400-3400 VCO (Voltage
Controlled Oscillator) operates at 3400 MHz with a
control voltage range of 0.3 V~4.9 V. This VCO features
a max. phase noise of -112 dBc/Hz @ 10 KHz offset and
has excellent linearity. Output power is +7.0 dBm max.
Engineered and manufactured in the USA, the model
CVCO55CC-3400-3400 is packaged in the industrystandard 0.5-in. x 0.5-in. SMD package. Input voltage is
5 V typ., with a max. current consumption of 35 mA.
Pulling and Pushing are minimized to 0.3 MHz and 0.1
MHz/V, respectively. Second harmonic suppression is -15
dBc typical.
LOG IN
REGISTER
The CVCO55CC-3400-3400 is ideal for use in applications such as digital radio equipment, fixed wireless
access, satellite communications systems, and base stations.
For more information: www.crystek.com.
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