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Crystek’s CVCO55CC-3400-3400
Crystek’s CVCO55CC-3400-3400 voltage controlled oscillator (VCO) operates at 3,400MHz with a control voltage range of 0.3V~4.9V.
This VCO features a maximum phase noise of -112dBc/Hz @ 10KHz offset and the company claims excellent linearity. Output power is
+7.0dBm max.
The device is packaged in the industry-standard half-inch square SMD package.
Input voltage is 5V(typ), with a maximum current consumption of 35mA. Pulling and pushing are minimised to 0.3MHz and 0.1MHz/V,
respectively. Second harmonic suppression is -15dBc typical.
The CVCO55CC-3400-3400 is suitable for use in applications such as digital radio equipment, fixed wireless access, satellite
communications systems, and basestations.
Part Number
CVCO55CC-3400-3400
Frequency (MHz)
P/N 10kHz (dBc/Hz)
3400
Tuning Voltage (VDC) 0.3 to 4.9
Kvco (MHz/V)
10
2nd Harm (dBc)
-15
Output Power (dBm) 3.0±7.0
Operating Temp (°C) -40 to 85
Vcc (VDC)
Icc Max (mA)
5.0±0.25
35
Specification
Notes
CVCO55CC-3400-3400.pdf
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Related Tech News
Chrystek’s voltage controlled oscillator
High frequency, low jitter, clock oscillator from IQD
Crystek’s CVCO55FL-0271-0310 voltage
controlled oscillator (VCO) operates from 271
IQD has introduced a high frequency, low jitter clock
oscillator…more »
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