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New! Low PIM Attenuator from JFW!
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The 50FLP-XXX-100 attenuator boasts a
maximum PIM (Passive Intermodulation) of
-155 dBc (-165 dBc typical). Covering 6982700 MHz, it's available in 5, 6, 10, 20, & 30
dB. The 50FLP- handles 100 Watts of RF
power (average) while maintaining an
accuracy of +/- 0.75 dB and a typical VSWR
of 1.3:1.
PIM ATTENUATOR!
PRODUCT
Crystek Introduces New
2950 MHz VCO
NEWS
Rogers Celebrates
Innovation Center Grand
Opening
FULL STORY
HotSpot Episode 58: Gestured-Controlled Music
This week on WDD's HotSpot,
brought to you by Memory Protection
Devices, perpetual power reserve
using revolutionary WySips Crystal
technology; Google Glass assists
Parkinson's patients; MIDI gloves
that allow gestured-controlled music
composition; and a gamer controller
that taps into players' emotions...
VIEW VIDEO
PRODUCT
Crystek Introduces New 2950 MHz VCO
Crystek has introduced its CVCO55CC-2950-2950 VCO
(Voltage Controlled Oscillator) which operates at 2950 MHz with
a control voltage range of 0.5~4.5V. Engineered and
manufactured in the USA, the model...
FULL STORY
PRODUCT
Cicoil Introduces High Flex, High Temp Coaxial Cables
Cicoil has announced the introduction of its Ultra Flexible & High
Temperature Coaxial Cables, which have been designed for tight
routing installation, continuous motion, phase stability,
excessive heat (+260°C)...
FULL STORY
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Product Releases
Crystek Introduces New 2950 MHz VCO
Mon, 04/14/2014 - 9:55am
by WDD Staff
LISTED UNDER: Oscillators, Voltage Controlled
Get today's design engineering headlines and news - Sign up now!
Crystek (Fort Meyers, FL) has introduced its CVCO55CC2950-2950 VCO (Voltage Controlled Oscillator) which
operates at 2950 MHz with a control voltage range of
0.5~4.5V. Engineered and manufactured in the USA, the
model CVCO55CC-2950-2950 is packaged in the
industry-standard 0.5-in. x 0.5-in. SMD package. This
VCO features:
A typical phase noise of -115 dBc/Hz @ 10KHz
offset.
A typical output power of +7 dBm.
An input voltage of 8V.
A max. current consumption of 30 mA.
For more information, visit www.crystek.com.
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