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Sealevel's COM Express solutions offer the
advantages of a custom design with the
convenience of COTS. Our experienced
engineering team will create a custom carrier
board with the application specific I/O
required to get your new product to market in
record time.
AVAILABLE NOW
PRODUCT
Crystal-clear cables offer
complete design
transparency
Coilcraft offers of broad range of miniature common
mode chokes that eliminate virtually all common mode
noise. Ideal for USB 3.0, HDMI, IEEE 1394 and other
high-speed applications. Footprints as small as 0603
size.
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PRODUCT
VCO includes control voltage range of 0.5V~4.5V
Crystek's (Fort Myers, FL) CVCO55FL-0200-0239 VCO (Voltage
Controlled Oscillator) operates from 200 MHz to 239 MHz with a
control voltage range of 0.5V~4.5V. This VCO features a typical
phase noise of -123 dBc/Hz @ 10KHz offset and has excellent
linearity....
FULL STORY
PRODUCT
Test probe cable assemblies designed for the inspection of highfrequency circuits
GradConn (Boca Raton, FL) has launched a new range of low-cost co-axial test probe
cable assemblies for the inspection of high frequency circuits. Suitable for testing
Hirose MS-156 and Murata MM8030 sub miniature coaxial switch connectors ...
FULL STORY
Help Us Recognize Excellence in Electronics Design
The judging process is taken very
seriously. We hold our ECN IMPACT
Award judges to the highest
standard of fairness, accuracy, and
integrity. No judge may evaluate a
category in which his/her company is
competing.
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VCO includes control voltage range of 0.5V~4.5V
Mon, 08/11/2014 - 9:21am
Crystek Crystal
LISTED UNDER: RF & Microwave/Communications|Oscillators|Voltage Controlled
Get today's electronic OEM design headlines and news - Sign up now!
Crystek's (Fort Myers, FL) CVCO55FL-0200-0239 VCO (Voltage Controlled Oscillator) operates from 200 MHz to 239 MHz
with a control voltage range of 0.5V~4.5V. This VCO features a typical phase noise of -123 dBc/Hz @ 10KHz offset and has
excellent linearity. Other features include:
Output power of +8.5 dBm, typical.
Packaging in the industry-standard 0.5-in. x 0.5-in. SMD package.
Input voltage of 5V, with a max. current consumption of 25 mA.
Second harmonic suppression of -20 dBc typical.
For more information on the CVCO55FL-0200-0239 VCO, visit www.crystek.com.
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