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Review: Standout phone
features, but do you
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Central Semiconductor's new CEDM7001VL
(N-Channel) and CEDM8001VL (P-Channel)
are 20V, 100mA MOSFETs in the new ultra
low profile SOT-883VL package. Following
the success of the SOT-883L (0.40mm
profile), the SOT-883VL (0.32mm profile)
provides a 20% lower profile and will certainly
solve any space constrained applications.
REQUEST SAMPLES TODAY
A team of biomedical engineers at Washington University in St.
Louis, led by Lihong Wang, PhD, the Gene K. Beare
Distinguished Professor of Biomedical Engineering, has
developed the world's fastest receive-only 2-D camera, a device
that can capture ...
FULL STORY
NEW POLYMER CHIP CAPACITORS DELIVER HIGH PERFORMANCE
IN A SMALL PACKAGE SIZE
XMPL Series Polymer Chip Capacitors are an effective
solution where smallest size and high performance are
required. Compared to surface mount aluminum
electrolytic capacitors, XMPL Solid Polymers offer
longer life, greater stability with temperature changes;
and lower ESR at high frequencies. Lower in cost than
tantalum capacitors of similar size. Values from 6.8 to
470 µF; 16 WVDC Max. -40°C to +105°C operation.
CLICK HERE
PRODUCT
VCO features output power of +5 dBm min
Crystek's (Fort Myers, FL) CVCO33CC-2500-2500 VCO
(Voltage Controlled Oscillator) operates at 2500 MHz with a
control voltage range of 0.0V~3.3 V. This VCO features a typical
phase noise of -110 dBc/Hz @ 10 KHz offset and has excellent
...
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NEWS
Review: Standout phone features, but do you need?
There's an Android phone for everyone. Need to swim with it?
Get a waterproof model. Travel a lot? Get one with longer
battery life. The novel features in these phones aren't going to
be necessities for everyone (especially at these prices). But if ...
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VCO features output power of +5 dBm min
Mon, 12/08/2014 - 9:58am
Crystek Crystal
LISTED UNDER: RF & Microwave/Communications|Oscillators|Voltage Controlled
Get today's electronic OEM design headlines and news - Sign up now!
Crystek's (Fort Myers, FL) CVCO33CC-2500-2500 VCO (Voltage Controlled Oscillator) operates at 2500 MHz with a control
voltage range of 0.0V~3.3 V. This VCO features a typical phase noise of -110 dBc/Hz @ 10 KHz offset and has excellent
linearity. Output power is +5 dBm min. Other features include:
Packaging in the industry-standard 0.3-in. x 0.3-in. SMD package.
Input voltage of 3.3 V, with a typ. current consumption of 20 mA.
Pulling and Pushing of 5.0 MHz and 1.0 MHz/V, respectively.
Second harmonic suppression of -20 dBc typical.
For more information on the CVCO33CC-2500-2500, visit www.crystek.com.
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