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How Do We Get More
Kids Into STEM?
Mill-Max's New Receptacle Offers
Early Engagement
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strength
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Ground-based detection
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senses exoplanets
The receptacle provides an early engagement
contact point, minimal overall length and
accepts lead diameters from .018" - .023." The
internal contact allows for short receptacle
designs due to its .062" (1,57mm) length.
NEWS
Researchers explore 3-D
microsurgical anatomy
of brainstem
NEWS
Researchers develop a
magnetic levitating gear
CLICK HERE
FEATURED STORY
Hotspot: Making nuclear weapons uncrackable
Mark Hart, a scientist and engineer in
Lawrence Livermore National Laboratory's
(LLNL) Defense Technologies Division, has
been awarded the 2015 Surety
Transformation Initiative (STI) Award from
the National Nuclear Security
Administration's (NNSA) ...
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TE Connectivity Spring Fingers
Spring fingers - single contact, surface mountable internal
connectors - can be used in all types of small printed
circuit board applications across all industries and provide
shielding for anything that can cause vibrations within a
device. Contact Heilind at 866-290-9280
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Voltage-controlled oscillator operates from 900 MHz to 940 MHz
Crystek's (Fort Myers, FL) CVCO33CL-0900-0940 VCO
(Voltage Controlled Oscillator) operates from 900 MHz to 940
MHz with a control voltage range of 0.2V~2.0V. This VCO
features a typical phase noise of -104 dBc/Hz @ 10KHz offset....
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Justices weigh limits of free speech over Internet
The Supreme Court is weighing the free-speech rights of people
who use violent or threatening language on Facebook and other
social media. The justices will hear arguments Monday in the
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ADVERTISEMENT
Voltage-controlled oscillator operates from 900 MHz to
940 MHz
Mon, 12/01/2014 - 11:53am
Crystal Group, Inc.
LISTED UNDER: RF & Microwave/Communications|Oscillators|Voltage Controlled
Get today's electronic OEM design headlines and news - Sign up now!
Crystek's (Fort Myers, FL) CVCO33CL-09000940 VCO (Voltage Controlled Oscillator)
operates from 900 MHz to 940 MHz with a
control voltage range of 0.2V~2.0V. This VCO
features a typical phase noise of -104 dBc/Hz @
10KHz offset and has excellent linearity. Output
power is typically + 3dBm. Other features
include:
• The industry-standard 0.3-in. x 0.3-in. SMD
package.
• Input voltage of 3V, with a max. current
consumption of 20 mA.
• Pulling and Pushing that are minimized to 8.0 MHz and 1.0 MHz/V, respectively.
• Second harmonic suppression of -10 dBc max.
For more information on the CVCO33CL-0900-0940, visit www.crystek.com.
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